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Overview 
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Timberland 2.5 is a glue-down (dry-back) luxury vinyl plank (LVT). Unlike floating floors such as
laminate, SPC or WPC, it has no locking system and must be fully adhered to a properly prepared
sub-floor using a suitable flooring adhesive.

When installed in accordance with this manual, AS 1884-2021 and the adhesive manufacturer's
instructions, the product offers excellent dimensional stability.

Cut planks neatly to walls, skirting boards, door frames, cabinetry and other fixed objects, but do
not force or compress them against these surfaces. The perimeter edge may be finished with a
flexible silicone sealant suitable for vinyl flooring, applied only after the adhesive has fully cured.
Structural expansion joints in the building must not be covered and should be finished with a
suitable expansion profile.

Installations that do not follow this manual, AS 1884-2021 and the adhesive manufacturer's
instructions are not covered by the Artifloor warranty.



 

Pre-Installation 
Product Inspection 
-​ Carefully inspect the product prior to installation. Check that the colors correspond to those 

ordered, the quantities are correct and there is no visible damage to the boxes. Check the vinyl 
planks or tiles during installation for any visible defects.  

-​ If the flooring is not to an acceptable standard, please contact your retailer immediately and 
arrange for replacement. Do not install any planks or tiles that display any imperfections.1   

It is recommended to always use materials from a single production batch for each installation, as 
we cannot guarantee a shade match between different batches. 

 
Considerations 
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- This product is only suitable for indoor installation.

- This product must be fully adhered (full-spread adhesive). Do not install it as a floating or
loose-lay floor.

- Cut planks neatly to walls and fixed objects, but do not force or compress them against these
surfaces. Any perimeter silicone must be a flexible sealant suitable for vinyl flooring, applied
only after the adhesive has fully cured. Do not cover structural expansion joints.

- Do not install the product on unsuitable surfaces such as plywood that has been installed
directly on concrete or plywood that is delaminating, pressboard, floating floors like SPC, WPC,
or laminate, non-approved plywood, hardboard, screed systems, strip plank wood flooring, or
surfaces contaminated with oil, chemicals, or mold.

- If installing over existing flooring, repair any damage to ensure a flat subsurface. Imperfections
in the old flooring can show through over time.

- The finished appearance and ease of installation of the LVT tend to be better in more
square-shaped installation spaces. Additionally, the direction of LVT installation can influence
the visual outcomes.

- Equipment needed includes a broom and dustpan, vacuum cleaner, straight and square edge
ruler, tape measure, razor knife or box cutter, the notched trowel specified by the adhesive
manufacturer, a 50kg+ floor roller, and optionally, a small hand guillotine for efficient plank
cutting.
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Product Acclimation
For optimal installation results, store the product in the room where it is to be laid for at least 48
hours prior to installation, with the room's environment maintained as follows:

- Room Temperature: Between 18°C (64°F) and 27°C (80°F), maintained from 24 hours before
until 48 hours after installation;

- Relative Humidity: Between 35% and 55%.

For more effective acclimatisation, place the boxes individually on the floor or even remove the
products from the boxes.

Where possible, shade windows to avoid direct, intense sunlight on the product.

Sub-Floor Preparation
The sub-floor must be prepared in accordance with AS 1884-2021 and the adhesive
manufacturer's requirements. A level, smooth and sound sub-floor, free from unevenness,
cracks and holes, is essential, as imperfections may show through the finished floor over time.
The following requirements apply:

- The sub-floor must be structurally sound and securely fixed to prevent any vertical or
horizontal movement.

- The sub-floor must be clean and free of dust, dirt, adhesive residue and other contaminants.

- Fill cracks, holes and grout lines (e.g. existing ceramic tiles) with a suitable levelling or
smoothing compound.

- For suspended timber floors, ensure adequate sub-floor ventilation and ground clearance in
accordance with Australian building requirements.

- The sub-floor must be dry. Do not install over areas showing any signs of moisture. Concrete
moisture must be tested using in-situ relative humidity probes in accordance with AS
1884-2021 (ASTM F2170) and must not exceed the limit specified by the adhesive
manufacturer. Surface pH must also be within the adhesive manufacturer's specified range.

- Timber-based sub-floors such as plywood or OSB should have a moisture content of no more
than 10% throughout before installation.

- Newly poured concrete must cure for at least 28 days and meet the moisture requirements
above before installation.

- Record all moisture test results and keep them with the installation records.



 

Installation Instructions 
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1. Adjust Room Temperature
Ensure the room temperature is adjusted to and able to maintain a constant
temperature between 18°C and 27°C from 24 hours before installation until 48 hours
after completion.

2. Clean Sub-Floor
Prepare the floor by thoroughly cleaning it. Ensure the sub-floor is completely clean,
dry, and flat.

3. Apply Adhesive (Full Spread)
Use a flooring adhesive suitable for dry-back LVT and carefully follow the adhesive
manufacturer's instructions, including trowel notch size, open time and working time.

Apply adhesive over the entire floor area. Do not leave any area unadhered and do
not install the product as a floating or loose-lay floor.

In areas that may be subject to direct heat of 45°C or above (e.g. fully glazed,
sun-facing rooms), a high-temperature adhesive must be used.

4. Lay Planks and Apply Immediate Pressure
Begin laying planks from one corner and trim to fit. Use cut-off pieces to stagger
rows. Never start a row with a piece shorter than 150mm.

Fit planks closely together without gaps. Cut planks neatly to walls and fixed objects,
but do not force or compress them against these surfaces.

Roll the floor multiple times in various directions using a 50kg+ roller during the
adhesive working time, and again as recommended by the adhesive manufacturer.



 

5.​ Allow Curing and Setting 
Leave the completed floor fully undisturbed for 72 hours. Do not allow any foot 
traffic or furniture installation during this time. 

6.​ First Use 
Once installation is completed, clean the surface of the floor with warm water and 
pH neutral detergent. 
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Cleaning & Maintenance 
Regular Maintenance 
Daily Cleaning 
Use a soft dry broom or a vacuum cleaner. 

 
Weekly Cleaning 
Use pH neutral detergent in water with a fringed mop or a floor cloth. 

 
Periodic Maintenance 
Use a pH neutral detergent with water and a nylon brush. 

-​ After brushing, eliminate the dirty water using a floor scraper by rinsing with clean 
water. 

-​ Dry with a floor cloth. 

 
UV Protection 
Tinted windows are highly recommended to protect the vinyl flooring from direct sunlight, as 
direct sunlight may cause colour fading over time. 
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Disclaimer 
1 Artifloor is not responsible for flooring installed with visible defects. 
2 The responsibility regarding the quality of the adhesives and its use in accordance with the recommendations of the adhesive 
manufacturer is the responsibility of the adhesive manufacturers and the installers, respectively. Artifloor cannot be held 
responsible for any failure resulting from use of chosen adhesives. 
 

 

3 Installations that do not comply with this manual, AS 1884-2021 and the adhesive manufacturer's instructions are not covered
by the Artifloor warranty.
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